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CONSTRUCTION DETAILS "
A. INSTALL 27’ STEEL POLE WITH 70’ MAST ARM (CUT TO 64’), TRAFFIC SIGNAL HEADS,, VIDEQ DETECTION - o |
CAMERA, AND SIGNS, 15° LIGHTING ARM WITH 250 WATT HPS LUMINAIRE. (NOTE: 1-3" 90° PVC BEND) .. d 3 ') |
B. INSTALL 27/ STEEL POLE WITH 50’ MAST ARM (CUT TO 407 )s TRAFFIC SIGNAL HEADS, VIDEO DETECTION ~
: CAMERA., SIGNS,  (NOTE: 1-3" S0° PVC BEND). : ’ ' ' ¥ _
C. INSTALL .27’ STEEL POLE WITH TWIN 70’ X 50’ MAST ARMS (50' CUT TO_356"), TRAFFIC SIGNAL HEADS, o O
“VIDEO DETECTION CAMERA, SIGNS, AND 15" LIGHTING. ARM WITH.ZSO WATT HPS LUMINAIRE., ‘ ﬁ’ \ - N
 (NOTE: 1-37 90° PVC BEND). . A | - - - =
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GENERAL NOTES: |

| - I. ALL UNDERGROUND UTILITIES SHOWN ON THE PLAN ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
E. INSTALL 4" SCHEDULE 80 RIGID PVC CONDUIT- SLOTTED. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING * MISS UTILITY’ PRIOR TO CONSTRUCTION
F. INSTALL HANDHOLE . SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES A CONFLICT
- ‘ . | BETWEEN THE UTILITIES AND THE SIGNAL EQUIPMENT WILL OCCUR. THE CONTRACTOR SHALL NOTIFY
6. INSTALL 3” SCHEDULE 80 RIGID PVC CONDUIT— TRENCHED THE PROJECT MANAGER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
' e . | 2. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR
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J. INSTALL METERED SERVICE PEDESTAL (NQOTE: 2-2” AND 1-4” PVC BENDS). N . 1 Pmm%To1HEw6TMiAnmquAu.smnm.tmm%mwn 4
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K. - INSTALL 2% UL R ; A - 3. THE CONTRACTOR SHALL CONTACT MR.ROBERT SNYDER, 00TS-TOD AT 410-787-763l, TO ARRANGE FOR
- K. INSTALL SCHEDULE 80 RIGID PVC CONDULT- TRENCHED | ' '?’{;» | 05 THE TELEPHONE DROP. THE CONTRACTOR SHALL NOTIFY MR. SNYDER SEVENTY-TWO (72)HOURS' IN
L., égﬁ'{%hgg;\l m\snixgévg D%gﬁggmg PROBE(S; WIgH 500 LEAD-IN CABLE O . -'5';.\ A ADVANCE OF THE PROJECT COMPLETION AND PROVIDE THE NEAREST ADDRESS.
o ’ | ULE 80 RIGID PVC CONDUIT- BORED S 2N - 4, ALL PAVEMENT MARKINGS DETAILED ARE PROPQSED AND SHALL BE INSTALLED IN ACCORDANCE B
M..INSTALL PRGPGSED 24" WHITE PAVEMENT MARKINGS FOR THE ‘STOP LINE. AS SHOWN. }% . TREES WITH SHA STANDARDS.
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N. REMOVE EXISTING ELECTRICAL SERVICE FEED. , }'\ ) 0 - fsﬂ?fﬁgﬁéfr;fmsz
O. INSTALL 4” SCHEDULE 80 RIGID PVC CONDUIT- TRENCHED. \\ ) - MD 129@MD 130
P. REMOVE EXISTING POLE. ALL ATTACHED EQUIPMENT, -AND THE FOUNDATION 12" BELOW : D |
 GROUND GRADE. ~CAP AND ABANDON EXISTING CONDUIT. ; 4 , Dﬂmﬁﬂég;gigﬁgg¥£WﬂmN
Q. USE EXISTING UTILITY POLE NO.327032 FOR THE INSTALLATION OF THE PROPOSED UNDERGROUND d i b /A STATE HIGHWAY ADMINISTRATION
SERVICE FEED. INSTALL 17 STUB OF 4" CONDUIT WITH A PULL STRING AT THE POLE BASE. -t /. N3 OFFICE OF TRAFFIC & SAFETY
. . : ‘ /7 TRAFFIC ENGINEERING DESIGN DMSION
R. USE EXISTING UTILITY POLE NO.258431 FOR THE INSTALLATIQGN OF THE PROPQSED UNDERGRGOUND d & A
PHONE DROP, INSTALL 1’ STUB OF 2“ CONDUIT WITH A PULL STRING AT THE POLE BASE. ” / 2 | TRAFFIC SIGNAL PLAN
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